8XM4 THRU +0.05
ON Q7‘OO BC 9X@550 O THRU
45° £Q. SPACE ON $30.00 B.C.
+0 0 360°/9 EQ. SPACE
IXB4.017 B AS SHOWN
ON @71.00 B.C.
90° EQ. SPACE
o “B2.70
j]  2M CABLE
0.40
—= = 7.00
NOTE: THE OVERLOAD CAPACITIES FOR BENDING MOMENT,
AXIAL AND RADIAL FORCE EXCEED 300% OF THOSE USED
FOR CROSSTALK MEASUREMENT _
o — WIRING CODE
SPECIFICATIONS
4 RO
CAPACITY (Nm) 100 L(/g'\ COLOR FUNCTION
OVERLOAD CAPACITY (%F.S.) 300 ’@}\\d»..v/ RED VEY
OUTPUT @ F.S. (V) NOMINAL 2. 542 S s
POWER SUPPLY (V) 5V GREEN tS16
AT IR PLac ik
STERESIS (1F S X DRAWING IN THIRD ANGLE PROJECTION BROWN 516
OPERATING TEMP. RANGE (°C) =20 TO +100
CROSSTALK (%F.S.) 1.0 SUNRISE INSTRUMENTS
AXIAL FORCE FOR CROSSTALK (N) 300 .
RADIAL FORCE FOR CROSSTALK (N) 500 WWW.STISensor.com
BENDING MOMENT FOR CROSSTALK (Nm) 50
TORSION ANGLE (CALCULATED) 0.04° SINGLE ééoiMnggENLOADCEM
TORSIONAL STIFFNESS (KNm/RAD) 95 ) m
BENDING STIFFNESS (KNm/RAD) 23 UNLESS OTHERWISE SPECIFIED M2210C | REV.
MASS (KG) 0 18 DIMENSITONS ARE IN MM A




